METAL SURFACES

AEROGREEN 4110 PAINT PREP FOR METAL SURFACES
Surface Prepara�on: The single most important func�on that can inﬂuence paint performance is the quality of the surface prepara�on.
The quality of the surface prepara�on has a direct rela�onship with the ﬁnal surface coa�ngs and therefore it cannot be emphasized
enough that for good and permanent adhesion. The use of AEROGREEN 4110 Paint
Prep will ensure a superior surface prepara�on for all types of liquid and powder
ﬁnishes.

Mild Steel, Cold Roll, Tool Steel, Cast Iron, Galvanized

AEROGREEN is the best way of cleaning metal of oils, dirt, grease, waxes, polishing
compounds, salts, soluble oils, drilling and cu�ng compounds and other surface
contaminants that will prevent the coa�ngs from adhering to metal surfaces as
outlined in SSPC-SPI Interna�onal Standards. AEROGREEN is for use as a Pre Paint
Cleaner prior to coa�ng, in-between primer and top coat, and as a ﬁnal clean to make
items customer ready.
The most common method of surface Prepara�on is solvent wipe-on, wipe-oﬀ.
AEROGREEN 4110 Paint Prep is a direct drop in replacement for solvent type cleaners
such as Lacquer thinner, MIBK, MEK, IPA, Acetone and other hazardous high VOC
solvents.

DIRECTIONS for USE for ALL WIPE-ON WIPE OFF APPLICATIONS:
A�er all repair work, welding and sanding is completed, just prior to pain�ng:

Chrome, Stainless Steel, Aluminum, Titanium, Tin,
Copper

Dilute: 4110 Paint Prep with water. 3:1 (3 parts water to 1 part 4110 Paint
Prep)
Dip a clean, lint free cloth into the diluted solu�on.
Wring out the cloth so that it is saturated but not dripping. Do not dip soiled
cloth into clean solu�on.
Using the dampened cloth wipe a small area at a �me.
Wipe dry the same areas using a second clean, lint free cloth to remove all
loosened dirt and to ensure the surface is dry and ready for paint. Rinsing is
not required.
Repeat steps 1 through 5 if necessary.

DIRECTIONS FOR CLEANING HIGH POLISHED ALUMINUM AND CHROME:

AEROGREEN Cleans and provides etching for good paint adhesion. Aluminum is quite a picky metal
compared to steel. Aluminum also cannot be sanded with anything coarser than p80 grit due to
impuri�es being imbedded into the metal. The surface needs to be free of all contaminates and
AEROGREEN will clean and provide a light etching to promote good paint adhesion. Use the same
direc�ons as listed on the fabove.
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METAL SURFACES
Metal ﬁnishing covers a wide array of applica�ons, from metal job shops and sheet metal fabrica�on to spor�ng goods, ligh�ng,
transformers, and more. Together, the products coated here make up the fabric of modern life - powering our homes, ligh�ng our
streets, even enabling our backyard barbecues. This includes manufacturers of truck chassis, truck body, bus and RV manufacturers.

DIRECTIONS FOR CLEANING COMPOSITES, PLASTICS AND PAINTED WOOD SURFACES: Use AEROGREEN as directed
above for wipe-on wipe-oﬀ to prepare surfaces for pain�ng. For painted or clear coated wood surfaces, use AEROGREEN to clean the
surface removing grease, oils and dirt prior to sanding oﬀ the old ﬁnish.

DIRECTIONS FOR USING AEROGREEN IN PUMP SPRAYER: Dilute AEROGREEN 3:1 with water, spray parts to be cleaned,
remove loose soils by wiping surface dry, or by using a pressure washer to rinse clean, then dry.
DIRECTIONS FOR CUSTOMER PREP-FINAL CLEANING PRIOR TO SHIPPING: Pre-Delivery to the Customer: Final cleaning
a�er all components are assembled onto the item and the item is ready to ship to the customer ﬁnal cleaning removes all the dust,
ﬁnger prints, and dirt that has accumulated on the freshly painted surface while in the Mfg. facility is and prepares the item for
customer delivery. Dilute AEROGREEN 3:1 with water and apply with a low pressure spray or use a clean cloth dipped into the diluted
solu�on and wipe the surface clean. Follow immediately with a clean cloth to dry the surface.
SAFETY/CAUTION:

ADDITIONAL BENEFITS INCLUDE:

SPECIFICATIONS:

COMPATIBILITY:

Rubber gloves are recommended to prevent drying of the skin.
Goggles are recommended to protect eyes if splashing is expected.
When using in dip tanks heated above 125 F, mechanical or local
ven�la�on is required. When using product in steam cleaning and/or
pressure washing applica�ons wear a rain suit and boots to keep
clothes dry. Harmful if swallowed. Avoid ge�ng into eyes. If contact
occurs, ﬂush with running water. If irrita�on persists, get medical
a�en�on. May cause dryness of skin with prolonged use, wash
hands with cold water and apply a hand lo�on.
Biodegradability
Flammable Combus�ble
SCAQMD Cer�ﬁed
Water Solubility
Contains Terpenes
Caus�cs
pH @ Concentrate
pH@ 1-2% dilu�on
pH @ 1-3 dilu�on
Density lbs. /per gal
100% Readily Biodegradable

Yes
NO
Yes
100%
No
No
12.0-12.3
11.0-11.4
10.0-11.0
8. 9
Yes

AEROGREEN 4110 Paint Prep
Available Sizes
4- Gallon Case
5 Gallon Pail
55 Gallon Drum
275 Gallon Tote
330 Gallon Tote
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Leaves No Residue
Promotes Adhesion
Low VOC’s Non-Hazardous
Non-Combus�ble Requires
No Respirator
No Special Hazardous Training
Requires No Rinsing
Can Ship by Air
Creates Excellent Bonding

AEROGREEN 4110 Paint Prep is compa�ble with most
industrial, water reducible paint, primers and powder
coat coa�ngs including:
Lacquers
Acrylic Enamels
Fast Drying Coa�ngs
Solvent Based Alkyd Paints
Water-Based Finishes/Primers
Metal Finishes/Primers
Polyurethane Primers/Sealers
Clear Coat
Powder Coa�ngs
Military Coa�ngs
Water Reducible Finishes/Primers
Epoxy Finishes/Primers
Latex
Plas�c Finishes/Primers
Pigmented Topcoats

P. 540.450.8375 F. 540.450.8379

www.Hi-LiteSolu�ons.com

