
AEROGREEN 4180  PAINT REMOVER

AEROGREEN 4180 PAINT REMOVER is the latest breakthrough in solvent replacement cleaning technology used to 
safely so�en and remove mul�ple layers of paint and coa�ngs. AEROGREEN is an Eco-friendly paint remover that is low 
in odor, non-hazardous, non-flammable, non-corrosive and biodegradable, yet is formulated to replace hazardous 
solvents such as Methylene Chloride, Mineral Spirits, MEK, Naphtha, N-Methyl-2-Pyrrolidone, Toluene and other 
such hazardous solvents used in paint stripping.  

AEROGREEN 4180 PAINT REMOVER is a liquid paint remover developed to remove most industrial, water reducible 
paints and primers including, lacquers, acrylic enamels, solvent based alkyd paints, high & low gloss urethanes, 
epoxy paints, powder coat paints, inks, adhesives and a variety of other coa�ngs from many types of substrates 
including steel, cast iron, aluminum, concrete, masonry, and plas�cs. 

AEROGREEN 4180 PAINT REMOVER works by penetra�ng through the old coa�ng to break the bond of the coa�ng 
to the substrate instead of dissolving the coa�ng.  This process, called delamina�ng, is not only safer to use, but allows 
easier collec�on of the residue for more efficient residue clean up and disposal.  

AEROGREEN 4180 PAINT REMOVER is safe to use on steel, stainless steel, cast iron, aluminum, copper and 
brass.    For sensi�ve aluminum alloys, tes�ng a small part prior to full scale opera�on is recommended.  Discolora�on 
may be seen on sensi�ve aluminum alloys.  This product can be used on zinc, zinc cas�ng and zinc plated parts if use 
in hand wipe applica�ons.

DIRECTIONS FOR HAND WIPE APPLICATION: 

1. Apply AEROGREEN 4180 with a brush.
2. Brushes should be synthe�c, nylon or polyester bristle.
3. For best results test a small area to determine the appropriate dura�on of �me required  to remove the paint.
4. Brush on a layer in one direc�on to so�en and begin li�ing the exis�ng paint.
5. Allow 30-60 minutes for the coa�ng  to be loosened.
6. The exact �me for a par�cular  coa�ng can be determined by performing a scape test using a scraper or a coarse

rag to determine how much of the old paint has been li�ed.  Once AEROGREEN 4180 has li�ed the old  paint from
the surface, then scrape the old paint away using a scraper, pu�y knife, cloth, steel wool, or nylon pad.

7. Water may be used to help remove any residue.
8. Allow the surface to dry .
9. Follow with  AEROGREEN 4110 Paint Prep to clean the surface, to remove any oils or fingerprints, prior to recoa�ng.
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METAL SURFACES



SAFETY/CAUTION: 

Rubber gloves are recommended to prevent drying of the 
skin. Goggles are recommended to protect eyes if 
splashing is expected. When heated above 125 F, 
mechanical or local ven�la�on is required. When using 
product in steam cleaning and/or pressure washing 
applica�ons wear a rain suit and boots to keep clothes 
dry. Harmful if swallowed. Avoid ge�ng into eyes. If 
contact occurs, flush with running water. If irrita�on 
persists, get medical a�en�on. May cause dryness of skin 
with prolonged use, wash hands with cold water and 
apply a hand lo�on.

SPECIFICATIONS: 
0.19 @20 C
NO 
-4 deg. F  (-20) deg C
1.09 @20C
5.3% w/w @20 deg C
No
7.0-8.0
Pale Yellow Liquid
8.4 Lbs per Gallon
Yes

-Vapor Pressure (mmHg) @25C
-Flammable Combus�ble
-Mel�ng Point
-Specific Gravity (H20=1)  Water
-Solubility
-Caus�cs
-pH
-Appearance
-Density lbs. /per gal
-100% Readily Biodegradable

Directions for use with Pressure Washer Equipment: 

1. Apply AEROGREEN 4180 with brush or with a low pressure pump sprayer to cover the en�re area.
2. Allow product to work 30-60 minutes before performing a scrape test to determine how much of the old paint has been li�ed.
3. Once it is determined the paint has been li�ed from the substrate use a cold or heated pressure washer with water only to

remove the old paint and rinse the surface clean.
4. Allow the surface to dry.
5. A pressure washer from 1,000 up to 3,500 PSI is recommended.
6. Use AEROGREEN 4110 Paint Prep to clean the surface prior to recoa�ng.

Direc�ons for use with Immersion-Dip-Ultrasonic Cleaning Equipment: AEROGREEN is designed to be used, as 
received, for immersion batch stripping of paints, inks, adhesive and other coa�ngs. AEROGREEN 4180 can be used cold or heated 
in agitated immersion tanks, Adjuli� systems, agitated dip tanks, and ultrasonic cleaning equipment to excel performance and 
reduce overall stripping �me. For op�mum performance it is recommended that dirty parts are cleaned and rinsed prior to 
immersing into immersion batch equipment as accumulated dirt, oils and greases will shorten the product bath life and contribute 
to an oily residue on the parts. Agita�ons to immersion tanks and dip tanks accelerates performance and heat reduces the total 
immersion �me. Add AEROGREEN 4180 into tank as received and follow equipment manufacturers direc�ons for use.  
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ADDITIONAL BENEFITS INCLUDE:

•Made of 100% natural ingredients From renewable sources.
•Non-toxic,  Non-Combus�ble ,Non Flammable Requires No
Respirator
•No Special Hazardous Training
•Ingredients Iden�fied in The EPA Safer Chemical Alteran�ve
Ingredients List.

COMPATIBILITY:

Equally effec�ve on oil-based, powder coat and latex paint.  Can be 
used in hand wipe, with a pressure washer or in batch immersion 
systems.  The safe soybean formula contains no caus�c alkalis to 
burn skin or eyes.  Simple clean-up, just rinse with water

4180 Paint Remover

SW PART NUMBER: AEROGREEN 4180 

1-Gallon -SW1005-19388
5- Gallon - SW1004-4470


